PRODUCT DESCRIPTION

Ardex WPM 900 (HydrEpoxy 900) is a two component acrylic modified epoxy high performance enamel with excellent wear properties and chemical resistance. 

FEATURES/BENEFITS

A decorative, hard wearing impermeable finish coating 
that can be applied to damp surfaces and is subsequently easily recoated. Safe to use in sensitive locations 
(e.g. around food areas).

•
Long pot life.

•
Easy clean up using water/detergent.

•
Will withstand cleaning using steam or high pressure water washing.

•
Has excellent bacteria, mould and fungal, resistance.

•
Can be used successfully as a wall, ceiling and floor surface coating.

•
Can be applied over most existing coatings.

•
Aged coating may be recoated with minimal surface preparation.

•
Has excellent adhesion to most substrates including brick, masonry, concrete block, concrete compressed fibreboard, stone and timber.

TYPICAL USES

•
As a low odour very hard wearing and chemically resistant finish coating for industry, commercial and hygiene areas subjected to rigorous cleaning or 
high wear.

•
As an abrasion and chemical resistant floor coating with or without non-skid properties.

•
As a mould and bacteria resistant hard finish for wash rooms, shower cubicles, canteen areas and food preparation areas.

•
As a high performance new construction or maintenance coating in food processing industries such as abattoirs, dairies, canneries, wineries.

LIMITATIONS

The product should be applied whilst the surface temperature is between 10-35°C. The product will cease to cure below 10°C, but will recommence curing when the temperature rises above 10°C. Curing time will also be adversely affected in situations where relative humidity is >85%.

In enclosed areas ventilation should be provided during 
the application and curing cycle to enable adequate evaporation of the water.

Do not apply to alkaline surfaces or thin with alkaline water.

SURFACE PREPARATION

All surfaces to be treated must be thoroughly cleaned free from all loose or flaking paint and must be free of grease, oil, dirt, dust or other surface contaminants.

Any efflorescence or laitance must be removed from new concrete by abrasive blast cleaning, high pressure water washing or mechanical scrubbing. Acid etching should be avoided due to the risk of chlorine penetration and should only be used on overworked steel trowelled finishes where a cement rich surface has been obtained or where other forms of surface preparation are not permitted. Note new concrete should be allowed to cure for 28 days or primed with Ardex WPM 300 (HydrEpoxy 300) prior to coating application.

For poorly prepared surfaces, first prime with 
Ardex WPM 256 (HydrEpoxy 256) thinned down (see application).

APPLICATION

Each component should be thoroughly mixed ensuring the mixer tools are clean prior to use with each component.

For best results the Ardex WPM 900 should be thinned with 5-10% methylated spirits (or 15% with water if solvents not permitted) before use.

Thoroughly mix the two components in the ratio of 4:1 
(A:B) by volume using a power stirrer until a homogeneous mix is obtained.

Apply using a brush, roller or spray. A minimum of two coats is recommended for optimum results.

To improve the surface finish, reduce the amount of Ardex WPM 900 absorbed into the substrate. Adhesion to poorly prepared substrates, can be improved by priming the surface using one coat of Ardex WPM 256 thinned, followed by one coat of Ardex WPM 300. Allow the Ardex WPM 256 to penetrate before applying the Ardex WPM 300. In any event the Ardex WPM 300 should be applied during the same day as the Ardex WPM 256 (thinned).

When applying over fresh or green concrete, it is necessary to prime the surface with Ardex WPM 300 before applying the Ardex WPM 900.

When applying Ardex WPM 900 over cured Ardex 
WPM 900 it is necessary to thoroughly roughen the surface using course sand disks before overcoating.

CLEANING & THINNING

Thinning may be carried out using up to 20% water or 10% methylated spirits as described above. Methylated spirits are recommended for brush and roller application 
if circumstances permit. Methylated spirits has improved thinning capabilities with minimum reduction in the volume solids of the coating material.

Wash all equipment in water or water/detergent immediately on completion of the work.

TECHNICAL DATA

Colour
White, grey and selected 


standard colours

Finish
Gloss which reduces with aging

Volume solids
35±2%

Mixing ratio
4:1 (Part A/Part B) by volume

Typical coverage
7.0 m2/ltr @ 50 µm dry film thickness 

per coat (for walls and ceilings)


4.7 m2/ltr @ 75 µm dry film thickness 

per coat (for floors)

Note: Two coats are recommended for optimum results

Touch dry time
4-6 hours @ 25°C, 50% RH

Recoat time
16 hours @ 25°C, 50% RH

Full cure
7 days @ 25°C, 50% RH

Note that curing will be accelerated at higher temperatures and that the rate of cure is exponentially related to temperature

Pot life
8 hours @ 25°C 


6 hours @ 35°C

Fire rating
(AS 25.30.3.1989)

Ignitability index
0

Spread of flame index
0

Heat evolved index
0

Smoke developed index
3
SAFETY PRECAUTIONS

Ardex WPM 900 Part A is hazardous and a dangerous goods. It is flammable and is harmful by inhallation, in contact with skin and if swallowed. It causes burns and can cause serious damage to eyes.

Ardex WPM 900 Part B is hazardous but non-dangerous. 
It is harmful by inhalation, in contact with skin and if swallowed. It is irritating to eyes and skin and may cause sensitisation by skin contact.

Keep containers tightly closed. In case of contact with eyes, rinse with plenty of water and contact a doctor or Poisons Information Centre.

ADDITIONAL INFORMATION IS LISTED IN THE MATERIAL SAFETY DATA SHEET.

