

	
	

	



	
		
			
                					
                        



                    						Engineered Building Solutions
                	                
            

			
                
                    
                        
                            
                            
                            
                        
                    

                    
                        		
	ARDEX X 68
	
	See Product
Products 
	Overview
	General Construction
		Overview
	Concrete Repair Mortars
	Joint Sealants
	Crack Repair & Injection



	Flooring Systems
		Overview
	Subfloor Preparation and Levelling
			Overview
	Repair Mortars & Patching
	Levelling
	Smoothing
	Screeds
	Moisture Barrier Systems



	Primers, Bonding Agents & Additives
	Flooring Adhesives
	Industrial Coatings
	SoRoTo Mixers



	Tile & Stone Installation Systems
		Overview
	Undertile Waterproofing
	Tile Adhesives
	Tile Grouts
	Silicones
	Tiling Tools
	Primers, bonding agents and additives
	Soundproofing
	Uncoupling & Crack Isolation Systems



	Waterproofing & Roofing Membranes
		Roofing Solutions
			Overview
	WeldTec Roofing Systems
	Butynol Roofing Systems
	Torch-Applied Roofing Systems
	TPO Roofing Systems
	Polyiso Thermal Insulation Boards



	Below-Ground Solutions
			Damp-Proof Systems
	Bituminous Tanking Systems
	WeldTec Tanking Systems
	Liquid Damp-Proofing Systems



	Undertile Waterproofing Solutions
			WeldTec Undertile Membranes
	Liquid Undertile Waterproofing Systems



	Polyurea Waterproofing Systems
	Butynol – custom solutions, made to order
	Waterproofing Tools & Accessories
	View all products






	Architectural Services 
	Overview
	CAD Drawings
	BIM – Building Information Modelling
	Masterspec
	Online CPD Training
	Contact a Specifications Manager
	Request a Sample



	Services 
	Installer and Stockist Locator
	Technical Services
	Contact an Account Manager
	TRAINING ACADEMY & WARRANTY FAQS
	ARDEX New Zealand Warranty



	Resources 
	Overview
	ARDEX System Selector
	Technical Bulletins
		Overview
	Tiling Systems
	Flooring Systems
	Waterproofing Systems
	Technical Papers
	Miscellaneous



	Literature Downloads
	Building Product Information Sheet – MBIE BPIRS
	Grout Colour Selector
	Tiling Product Selector
	Calculators
	Tutorial Videos
	Request a Sample



		
	Historic Farmers Department Store Grand Tearoom
	
	See Project
Projects 
	Projects by Product Category
		Overview
	Waterproofing
	General Construction
	Tiling
	Flooring
	SystemARDEX



	Projects by Industry
		Overview
	Education
	Health
	Leisure
	Residential and Office Building
	Retail
	Transport






	Training 
	ARDEX Training Academy
	ARDEX Warranty
	Online CPD Training



	ARDEX 
	Overview
	Contact Us
		Contact Us
	Contact an Account Manager



	ARDEX Brands
	Leadership Team
	News
	History
	Careers
	Sustainability
	Subscribe to our Newsletters




                    

                    
						Search 
						
                    		


	
		Search
	
	
	
		Search
	



X                    	

                    
                

            

		

		
			
									Home  ARDEX RA 56
							

			
					
                                    
                                        
                                    
                                


                                    Subscribe to our Newsletter                                
                            					
												
                            
                                
                                    info@ardexnz.com                                
                                
                            
                        
	
                            
                                
                                    0800 227 339                                
                                
                            
                        


			

		

	

	

        
	
		
							Floor Preparation					

	



    
    
	
	    ARDEX
	    	

	
	    

                                    Polyurethane Crack Repair Adhesive

                
                
                ARDEX RA 56


                                    	Ultra Low Viscosity penetrates deep into cracks
	Trafficable in less than 20 minutes
	Cures stronger than concrete
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                                            Information 

                                            
                                                ARDEX RA 56 is an ultra-low viscosity, 2-component hybrid polyurethane adhesive. It is a rapid curing concrete repair material used when minimal down time is crucial. Its low viscosity offers deep penetration into hairline cracks for a secure repair. The addition of dry, bagged aggregate makes a quality spall repair product that is ready for grinding and open to traffic in less than 1 hour.

Product Codes:

	254mL: 19930
	600mL: 22779
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                                                Location:

	Internal and external


Drying & Curing:

	Open to full traffic in 60 minutes


Preview specification on Masterspec

Colours:

	Grey


Packaging:

	254mL cartridge
	600mL
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                                                Technical Datasheet

VOC

Spec Sheet

Safety Datasheet – Part A

Safety Datasheet – Part B

Building Product Information Sheet (BPIS)
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                        	Note: Coverage will vary according to method of application, substrate condition, and on site conditions, the above is designed for guidance only. For more information, please view the product datasheet.

	Select polyurethane adhesive*ARDEX RA 56


Click on the box to see a list of polyurethane adhesive options

	Width
(enter width in mm)

	Depth
(enter depth in mm)

	Length
(enter length in m)

	Total mL of material required

	Cartridges required
Approximate Units Required
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    		                                    ARDEX RA 56 - Small & Hairline Crack Repair in Concrete Floors - Fast Drying Crack Filler

    		                                    

    		                                
    		                            
	
    		                                
    		                                    
    		                                    ARDEX RA 56 - Fix Cracks and Spalls in 20 Minutes - Low-Viscosity Rigid Hybrid Polyurethane

    		                                    

    		                                
    		                            
	
    		                                
    		                                    
    		                                    ARDEX RA 56 - Low-Viscosity Rigig Hybrid Polyurethane Crack - Catridge Setup

    		                                    

    		                                
    		                            


                                

    				
    				    Tutorial Videos

    				    Learn all about our products and how to use them
    				    For more than 60 years, ARDEX has been the quality leader for an entire industry, offering excellent building chemicals with supreme processing reliability – the brand of choice for installers and wholesalers.

    				    See all videos
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