
FLOOR STRUCTURE

ENCLOSED DECK STRUCTURE

FINISHED FLOOR LEVEL

CARRY WPM 1000 UP BEHIND WRAP
AND PAST THE BOTTOM PLATE OF
THE WALL FRAMING

CAVITY BASE CLOSURE

DRIP EDGE

NOTE:NOTE:
1). INTERNAL CORNERS TO BE FORMED AS PER DETAIL
2). DIMENSIONS ARE SHOWN TO TILES. HOWEVER, 
WHERE THERE IS ADDITIONAL MATERIAL APPLIED OVER 
THE WELDTEC ALL DIMENSIONS SHALL APPLY TO THE 
HIGHEST LEVEL OF THE WEARING SURFACE
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ARDEX TILE ADHESIVE

ARDEX SEALANT

NOTE:NOTE:  
WPM 1000 MUST NOT BE LEFT EXPOSED.
SUITABLE OVERLAYING SYSTEMS INCLUDE.
TILES DIRECTLY BONDED.
TILES ON ARDEX UD150.
TILES/PAVERS ON SUPPORT JACKS.
ANY EXPOSED ARDEX WPM 1000 MUST BE COATED WITH ARDEX WPM 170 OR A COVER 
STRIP OF WPM 715 APPLIED.
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Disclaimer: Disclaimer: Ardex makes every reasonable effort  to ensure that the technical  details, recommendations and other information contained in this drawing are accurate and represent our knowledge and 
experience at the time of design and publication. Ardex reserves the right to change the information without prior notice.  Ardex provides the information in good faith with no representations or warranties 
(whether implied or otherwise), and will not be liable for any losses or damages (whether direct, indirect or consequential) whatsoever, whether in contract, negligence  or any other action, arising out of or in 
connection with the use, or inability to use, the information.  
It is your responsibility to ensure that our products are used only for the purposes for which they are intended and are used in accordance with any applicable specifications, guidelines, standards, codes of 
practice, regulations and laws. The supply of our products and services are also subject to certain terms, warranties and exclusions which are available on request.  1 : 2
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