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150mm

 20mm fillet minimum

Note:
Precast concrete with no voids
Blockwork with flush finish to tanking side

 

 

ARDEX WeldTec WPM 1500 Below Ground Tanking  
 
WTBG 05 Internal Corner  

ARDEX WPM 196
SBS Torch-Applied Tanking Membrane

10mm Minimum  Chamfer

Precast concrete with no voids
Blockwork with flush finish to tanking side

150mm

15
0m

m

Note:
Precast concrete with no voids
Blockwork with flush finish to tanking side

EXTERNAL CORNERINTERNAL CORNER

PILE CAP    

PILE CAP

Hydrostop

Main reinforced 
concrete slab

Substrate

Pile reinforcing
           25mm fillet

Metal I-beam

Hydrostop

ARDEX WPM 196

ARDEX WPM 240 primer

ARDEX WPM 240 primer

ARDEX WPM 196

ARDEX WPM 196

ARDEX WPM 196

ARDEX Joint Sealer

ARDEX Hydrostop

ARDEX Hydrostop

Heavy Duty Metal Clamp

Min.150mm Heat Welded Patch

ARDEX CA20P or RA 040 Sealant 

Min.150mm Heat 
Welded Patch

ARDEX Hydrostop
Check that pipe will 
withstand the swelling 
pressure 

Pipe

Heavy Duty Metal Clamp

ARDEX CA20P or RA 040 Sealant 

ARDEX Hydrostop

ARDEX WeldTec WPM 1500 Tanking membrane
WTBG - 08 Standard Pipe Detail

150mm Heat Welded Joint

STANDARD PIPE DETAIL

FIG A

FIG B

WATERSTOP & PVC JOINT CONNECTION

PILE CAP-HYDROSTOP

CONCRETE PILE CAP

HYDROSTOP

H-PILE

ARDEX WPM 196 membrane

ARDEX WPM 196 membrane

ARDEX WPM 196 membrane

ARDEX WPM 196 membrane

ARDEX WPM 196 membrane

ARDEX WPM 196 membrane
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